
HEITEC ELECTRONIC PACKAGING SYSTEMS 161

COMPONENTS AND ACCESSORIES
COVERS

Covers version 1

T

d1

T

d1

+ Also required
1) Mounting blocks, see page 148
1) EMC gaskets for cover plates, see page 147
1) Assembly screws, packs of 100, order no. 3684.233, 
   see page 202

Order No.

Single piece 1) Set

HP

For
side panel 
depth 
(T) mm

Cover
depth 
(d1) mm

Perforated Solid Perforated Solid

21 225 192 3687.618 3687.620 - -

21 285 252 3687.619 3687.621 - -

42 175 142 3684.957 3687.626 - -

42 225 192 3687.623 3687.627 - -

42 245 212 3684.958 3687.628 - -

42 285 252 3685.642 3687.629 - -

84 175 142 3684.681 3684.680 3685.245 3685.250

84 225 192 3684.694 3684.683 - -

84 235 202 3685.851 3685.813 - -

84 245 212 3684.695 3684.684 3685.246 3685.251

84 285 252 3684.696 3684.685 - -

84 295 262 3685.855 3685.814 - -

84 305 272 3685.852 3684.686 3685.247 3685.252

84 345 312 3684.698 3684.687 - -

84 365 332 3685.853 3684.688 3685.248 3685.253

84 405 372 3684.700 3684.689 3685.249 3685.254

84 465 432 3684.701 3684.691 - -

84 525 492 3684.702 3684.692 - -

84 585 552 3684.703 3684.693 - -

For all HeiPac Vario subracks

To cover the overall- 
subrack depth
(EMC application) or as 
connector protection

•	 Flat design for top and 
bottom

•	 Optionally solid or  
perforated

•	 For mounting on the sub-
rack side panel with the aid 
of mounting blocks

Material
1.0 mm aluminium, unplated, 
hole diameter 4 mm in perfo-
rated version.

Each set includes
2 cover plates
8 mounting blocks 28.5 mm
24 assembly screws

Individual unit includes
1 cover plate

Note
For EMC applications, additi-
onal mounting
blocks must be fitted across 
the entire subrack depth.


